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Efficiency vs. Output Power Curve

Version History
® Preliminary Version. August 2023 — Editorial updates

® Official Version. January 2024 — Editorial updates

Overview

Power efficiency indicates the ratio of output power to input power of Sigen
inverters. The graph below shows the power efficiency under different input
voltages of 450/600/850 Vd.c. P/Pn represents the ratio of active power to
apparent power of Sigen inverters.

Applicable models: SigenStor EC/Sigen Hybrid/Sigen PV Max 5.0-25.0 TP

Efficiency vs. Output Power Curve
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Test conditions: Grid voltage: 400 Va.c., power factor=1, ambient temperature: 25 C

P/Pn 5% 10% 20% 30% 50% 75% 100%

450V 93.01% 95.09% 96.27% 96.69% 97.03% 96.99% 96.92%
600V 95.60% 97.29% 98.05% 98.25% 98.12% 97.94% 97.67%
850V 94.61% 96.53% 97.54% 97.81% 97.90% 97.79% 97.60%

Disclaimer: The information on this file is provided on an “as is” basis. To the fullest extent permitted by law, Sigenergy Technology
Co, Ltd excludes all representations and warranties relating to this file and its contents or which is or may be provided by any
affiliates or any other third party, including in relation to any inaccuracies or omissions in this file.
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